
Figure 10: Install back cover.Figure 9: Install motor. Figure 11: Install tread.
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Step 8) Install gears as shown in Figure 8. If you are not replacing motor and gears, use old 

gears removed in Step 4. If you are replacing motor and gears, install new gears.

Apply a thread-locking compound to the drive leg shaft 5/8" thread prior to installing the 5/8" jam 

nut.

Apply a standard automotive chassis grease to the teeth of both gears.

Torque the 5/8" jam nut, holding the sector gear to the drive leg shaft, to 50 +/- 5 Ft-Lbs.

Step 9)    Install motor as shown in Figure 9. If you are not replacing motor, use old motor 

removed in Step 3. If you are replacing motor, install new motor.

Note: For a correct fit you must use either all new main frame, motor and gears or

all old main frame, motor and gears. These parts can not be mixed.

Step 10)    Secure control and wiring to motor with tie wrap and install back cover as shown in 

Figure 10.

Figure 8: Install gears.

Note: For a correct fit you must 

use either 'all new' main frame, 

motor and gears or 'all old' main 

frame, motor and gears. These 

parts can not be mixed.

For identification purposes, the 

motor shown on the left is referred 

to as the "old" motor and the motor 

on the right is referred to as the 

"new" motor.


